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CONCRETE WASHOUT, PER
DETAIL ON SHEET C7.

4°X2" ELECTRICAL CONDUIT,
70 BE RELOCATED BY OTHERS.
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MATS/BLANKETS SHOULD BE

INSTALLED VERTICALLY DOWNSLOPE. v A
’0
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1“x2’x24* wOOD STAKE
MAXIMUM SPACING 4/

SANDBAGS 8’ DIA. STRAW

,/ SEDIMENT ROLL

—‘-v\?“\/%}/\,?/}///\//[\

1" MIN
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10 MIL PLASTIC LINER

12* MIN.

NOTE:
INSTALL
ALONG
CONTOUR

SLOPED AREA

1’x2’x24* wOOD STAKES

SANDBAGS THROUGH FIRST LAYER OF
ROLL, AT 6’ FROM END AND

6’ 0C., ON OPPOSITE SIDES.

NON—WOVEN GEOTEXTILE FILTER
FABRIC UNDER TYPICAL TREATMENT.

8’ DIA. STRAW
SEDIMENT ROLL

WET SLOPE LINING

10 MIL PLASTIC
LINER

FINISHED GRADE

J

NOTES:

SLOPE SURFACE SHALL BE FREE OF ROCKS, CLODS, STICKS AND GRASS. MATS/BLANKETS SHALL HAVE GOOD

s Sr—— S -z////\-\x\/gv— SOIL CONTACT.
1 <//\\/ |§$;E¥|63NKETS LOOSELY AND STAKE OR STAPLE TO MAINTAIN DIRECT CONTACT WITH THE SOIL. DO NOT
‘// A 0
CONCRETE WASHOUT DETAIL ¥ v ¢

NOT TO ScALE FLAT AREA EROSION BLANKETS +
TURF REINFORCEMENT MATS
STRAW WATTLE DETAIL SLOPE INSTALLATION

NOT TO SCALE NO SCALE

ELK MOUNTAIN RESERVOIR
EROSION CONTROL PLAN DETAILS
APN 002-048-03
11501 ELK MOUNTAIN
UPPER LAKE, CA 95485
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