




















































































































































































































































































































































































































Mitigated Negative Declaration 
Fontaine Pumping Plant Replacement Project 

Responsibility 
Responsibility for Monitoring Timing of 

for and/or lmplementatio 
Impact Area EBMUD Practices and Procedures1 Implementation Enforcement n 

ensure proper temporary tramc control (lane sn1ns, lane closures, aetours etc.) snaII 
be coordinated with the agency having jurisdiction, at least 72 hours prior to 
commencing construction. 

C. A minimum of twelve (12) foot travel lanes must be maintained unless otherwise 
approved. 

D. Access to driveways will be maintained at all times unless other arrangements are 
made. 

E. All traffic control devices shall be removed from view when not in use. 

F. Before leaving a work area , ensure the area is left orderly. Trenches must be 
backfilled or plated during non-working hours. 

G. Sidewalks for pedestrians will remain open if safe for pedestrians. Alternate routes 
and signing will be provided if pedestrian routes are to be closed. 

Transportation c): EBMUD's Standard Construction Specification 01 55 26, Traffic Regulation EBMUD and EBMUD Prior to and 
Substantially increase Section 2. 1, Traffic Control Devices EBMUD's During 
hazards due to a 

A. Traffic signs, flashing lights, barricades and other traffic safety devices used to 
Contractor Construction 

geometric design feature 
(e.g. , sharp curves or control traffic shall conform to the requirements of the most recently adopted edition 

dangerous intersections) of the MUTCD and the agency having jurisdiction. 

or incompatible uses 1. Portable signals shall not be used unless permission is given in writing by the 
(e.g., farm equipment)? agency having jurisdiction. 

2. Warning signs used for nighttime conditions shall be reflectorized or illuminated. 
"Reflectorized signs" shall have a reflectorized background and shall conform to 
the current State of California Department of Transportation specification for 
reflective sheeting on highway signs. 

Transportation d): EBMUD's Standard Construction Specification 01 55 26, Traffic Regulation EBMUD and EBMUD Prior to and 
Result in inadequate Section 1.2, Submittals (Details as listed under Impact Hazards and Hazardous Materials EBMUD's During 
emergency access? f) Contractor Construction 

Section 3. 0, Execution 

3.1 GENERAL 

A. Except where public roads have been approved for closure , traffic shall be 
permitted to pass through designated traffic lanes with as little inconvenience 
and delay as possible. 

B. Install temporary traffic markings where required to direct the flow of traffic. 
Maintain the traffic markings for the duration of need and remove by abrasive 
blasting when no longer required. 

C. Convenient access to driveways and buildings in the vicinity of work shall be 
maintained as much as possible. Temporary approaches to, and crossing of, 
intersecting traffic lanes shall be provided and kept in good condition. 
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Mitigated Negative Declaration 
Fontaine Pumping Plant Replacement Project 

Responsibility 
Responsibility for Monitoring Timing of 

for and/or lmplementatio 
Impact Area EBMUD Practices and Procedures1 Implementation Enforcement n 

U. vvnen leaving a work area and entering a roadway carrying public tratt1c, the 
Contractor's equipment, whether empty or loaded, shall in all cases yield to 
public traffic. 

E. Provide temporary signs as required by the traffic control plan and remove signs 
when no longer required. 

F. Haul routes for each construction phase shall be provided to all trucks serving 
the site during the construction period. 

G. For complete road closures, immediate emergency access to be provided if 
needed to emergency response vehicles. 

H. A minimum of twelve (12) foot travel lanes must be maintained unless otherwise 
approved. 

3.2 AL TERNA TING ONE-WAY TRAFFIC 

A. Where alternating one-way traffic has been authorized , the following shall be 
posted at each end of the one-way traffic section at least one week prior to start 
of work: 

1. The approximate beginning and ending dates that traffic delays will be 
encountered. 

2. The maximum time that traffic will be delayed. 

B. The maximum delay time shall be approved by the agency having 
jurisdiction. 

3.3 FLAGGING 

A. Provide flaggers to control traffic where required by the approved traffic control 
plan. 

1. Flaggers shall perform their duties and shall be provided with the necessary 
equipment in accordance with the current "Instructions to Flaggers" of the 
California Department of Transportation. 

2. Flaggers shall be employed full time on traffic control and shall have no 
other duties. 

3.4 TEMPORARY TRAFFIC CONTROL (Details as listed under Impact Transportation a) 

Tribal Cultural Resources 

Tribal Cultural EBMUD's Standard Construction Specification 01 35 44, Environmental EBMUD and EBMUD Prior to and 
Resources a): Would Requirements EBMUD's During 
the Project cause a Section 3.9, Protection of Cultural and Paleontological Resources (Details as listed under Contractor Construction 
substantial adverse Impact Cultural Resources b) 
change in the 
significance of a tribal 
cultural resource, defined 
in Public Resources 
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Mitigated Negative Declaration 
Fontaine Pumping Plant Replacement Project 

Responsibility 
Responsibility for Monitoring Timing of 

for and/or lmplementatio 
Impact Area EBMUD Practices and Procedures1 Implementation Enforcement n 

code section Llurq as 
either a site, feature, 
place, cultural landscape 
that is geographically 
defined in terms of the 
size and scope of the 
landscape, sacred place, 
or object with cultural 
value to a California 
Native American tribe, 
and that is: 

i. Listed or eligible for 
listing in the California 
Register of Historical 
Resources, or in a 
local register of 
historical resources as 
defined in Public 
Resources Code 
section 5020.1(k), or 

ii. A resource determined 
by the lead agency, in 
its discretion and 
supported by 
substantial evidence, 
to be significant 
pursuant to criteria set 
forth in subdivision (c) 
of Public Resources 
Code Section 5024.1. 
In applying the criteria 
set forth in subdivision 
(c) of Public 
Resources Code 
Section 5024.1 , the 
lead agency shall 
consider the 
significance of the 
resource to a 
California Native 
American tribe 

Utilities and Service Systems 
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Mitigated Negative Declaration 
Fontaine Pumping Plant Replacement Project 

Responsibility 
Responsibility for Monitoring Timing of 

for and/or lmplementatio 
Impact Area EBMUD Practices and Procedures1 Implementation Enforcement n 

Utilities and Service EBMUD's Standard Construction Specification 01 35 44, Environmental EBMUD and EBMUD Prior to and 
Systems d and e): Requirements EBMUD's During 
Generate solid waste in Section 1.3.C, Construction and Demolition Waste (Details as listed under Impact Contractor Construction 
excess of State or local Hazards and Hazardous Materials a) 
standards, or in excess 
of the capacity of local 
infrastructure, or 
otherwise impair the 
attainment of solid waste 
reduction goals, or 
comply with federal , 
state , and local 
management and 
reduction statutes and 
regulations related to 
solid waste?? 

Wildfire 

Wildfire a): Substantially EBMUD's Standard Construction Specification 01 55 26, Traffic Regulation EBMUD and EBMUD Prior to and 
impair an adopted Section 1.2, Submittals (Details as listed under Impact Hazards and Hazardous Materials EBMUD's During 
emergency response f) Contractor Construction 
plan or emergency 
evacuation plan? 

NOTES: 

In EBMUD Standard Specifications, "District"= EBMUD; "Engineer" = EBMUD Engineer; "Contractor" = EBMUD Contractor; "Work" = Scope of Work for the Project 
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