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Project Description (Proposed actions, location, and/or consequences).
The City of Rosemead (hereafter referred to as “Lead Agency”) has completed an Initial Study (IS) of the proposed
Prospect Villa Mixed-Use Project located at 7539 and 7545 Garvey Avenue (APN 5286-022-009 and 5286-022-010).
The project is located on a 0.946-gross acre site at the northeast corner of the intersection of Garvey Avenue and
Prospect Avenue in the City of Rosemead, California. The project site is vacant. The project proposes the construction of
a seven-story, mixed-use development with 6,346 square feet of nonresidential use on the first floor and 75 residential
units on the first through seventh floors. Of the 75 residential units, 30 are live-work units, including 4 live-work units on
the ground level, 5 live-work units on the second floor, 7 live-work units on the third floor and 14 live-work units on the
fourth floor. The project proposes 45 apartments on the fifth through seventh floors with 16 apartments on the fifth floor,
15 apartments on the sixth floor and 14 apartments on the seventh floor. The project includes 17 two-bedroom live-work
units, 34 two-bedroom apartments, 4 two-bedroom loft live-work units, 9 three-bedroom live-work units, 10
three-bedroom apartments and 1 four-bedroom apartment. The project proposes 12,547 square feet of landscaping, or
30 percent of the site. The project also proposes 147 parking spaces, including 110 standard spaces, 32 compact
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provide vehicular access to parking on the second and third floor parking areas. The height of the building to the top of
Aesthetics:
the roof is 75’. The total height of the building, including the top of the parapet, is 80’-0”.
Mitigation Measure No. 1 Prior to the issuance of a building permit the project applicant shall submit a lighting plan for
approval by the Planning Division that incorporates the following light reducing measures as applicable:
The project also includes an amendment to the Garvey Avenue Specific Plan permitting sit-down restaurants with a
minimum requirement of 1,000 square feet to obtain an Administrative Use Permit for beer/wine sales in the Garvey
Select lighting fixtures with more-precise optical control and/or different lighting distribution.
Avenue Specific Plan (GSP) and Garvey Avenue Specific Plan, Incentivized Mixed -Use (GSP-MU) zones. This
Relocate and/or change the height and/or orientation of proposed lighting fixtures.
proposed Amendment would continue to require a Conditional Use Permit for all other on-site alcohol sales for sit-down
Add external shielding and/or internal reflectors to fixtures.
restaurants less than 6,000 square feet.
Select lower-output lamp/lamp technologies
A combination of the above.
Air Quality:
Mitigation Measure No. 2 Prior to the start and throughout project construction, the contractor shall implement and
maintain the following fugitive dust control measures:
Apply soil stabilizers or moisten inactive areas.
Water exposed surfaces as needed to avoid visible dust leaving the construction site (typically 2-3 times/day).
Cover all stockpiles with tarps at the end of each day or as needed.
？ Provide water spray during loading and unloading of earthen materials.
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？ Minimize in-out traffic from construction zone.
？ Cover all trucks hauling dirt, sand, or loose material and require all trucks to maintain at least two feet of freeboard.

continued
If applicable, describe any of the project’s areas of controversy known to the Lead Agency, including issues raised by
agencies and the public.

None

Provide a list of the responsible or trustee agencies for the project.
see attached.

